
LAYHER LIGHTWEIGHT
HIT THE BULL‘S EYE FIVE TIMES 

THE LAYHER LIGHTWEIGHT PHILOSOPHY

QUICK – ECONOMIC – INTEGRATED – SAFER – ERGONOMIC
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OUR OVERRIDING PRIORITY IS 
OUR CUSTOMERS’ SUCCESS

To make scaffolding even more economical and even safer, Layher development engineers 

are constantly working on ingenious new developments. Our focus here is on the influencing 

factors for assembly performance, such as weight, shape and the number of components. To 

achieve this, we constantly search for new materials and new production processes. Just a 

few additional components also continuously provide our customers with new fields of busi-

ness, since the utilisation of their material stocks is also a crucial economic factor. Thanks 

to uniform system dimensions and appropriate combination approvals, all our innovations are 

designed to be interchangeable with existing components of the Layher product portfolio – 

including our earlier product generations. This ensures investment security: the strengths of 

our integrated system.



LAYHER

L IGH T  W EIG HTTHE RESULT:  
LAYHER LIGHTWEIGHT

Assembly, dismantling and transport make up 80 % of scaffolding service costs. Studies have clearly shown that by reducing 

component weight, our customers can considerably enhance both their assembly and dismantling performances and use their 

transport capacities more efficiently. This is where our new Layher Lightweight philosophy comes to the fore. By using higher-

strength steel grades, new production processes and design improvements, we have succeeded in minimising the weight 

of the basic components of our SpeedyScaf and Allround Scaffolding systems – without reducing their high load capacities. 

Assembly speed can be increased up to 10 %, transport capacity up to 12 %. As part of our integrated system, the Light-

weight products can also be combined with our previous product versions. Combination approvals are of course available.

Annual erection and 
dismantling costs: 
73 %

One-off costs for 
material: 20 %

Annual shipment 
costs: 7 %

*  Savings  

capacity for  

each use: 8 %

Shipment, erection and dismantling account for the lion’s share of costs. Which is why Allround Lightweight delivers such 

a rapid return on investment.

Typical cost breakdown dor Allround 
Scaffolding for five deployments 
annually.

2 Transport: 1 %

2 Erection: 7 %

$



NO DOUBLE STORAGE
ONLY ONE STANDARD FOR SUPPORTED AND SUSPENDED SCAFFOLDING

The integrated spigot also improves load-bearing properties. The enlarged 

contact area creates a better, stronger connection between standard and 

spigot. And there is only very little lateral play at the joint. Thanks to the 

cross hole at the spigot, the standard is suitable for both supported and 

suspended scaffolding.

For suspended scaffolding, free-standing structures or support scaffolding 

for temporary wheather roofs, the use of separate standards with bolted 

spigots are not necessary anymore. 

Our customers‘ benefits: As a result, there is no for time-consuming installa- 

tion of separate spigots for suspended structures. And you do not have to 

store different standards for the two types of scaffolding. Layher simply 

means more possibilities.

YOUR BENEFITS AT A GLANCE
  Better force transmission guarantees higher load-bearing 

capacity. 
 Only one standard for all applications.
 No double storage.
 Combinable with all Allround components.

The spigot length reduction from
200 mm to 175 mm also results
in a reduction in the component
weight

Large contact surface thanks to sharp-edged 
and bulge-free transition from standard tube 
to spigot

2 cross-drilled holes for use in
suspended scaffolding

Centering ring

Longitudinal groove for reducing
the lateral offset in the standard 
joint

Standard tube of hightensile
steel

The principle of the integrated shaped spigots



NO DOUBLE STORAGE
ONLY ONE STANDARD FOR SUPPORTED AND SUSPENDED SCAFFOLDING

ASSEMBLY FROM SAFER POSITION
THE UNIQUE AUTOLOCK-FUNCTION

The AutoLock function enables the ledger to be installed with greater ease 

and speed, and means greatly enhanced construction-site safety.

By turning the ledger slightly, the AutoLock wedge is brought into position 

ready for attachment to the standard. Once the wedge touches the stand-

ard, it is activated, and simply descends into the slot within the rosette. 

This creates an immediate positive connection between standard and 

ledger.

YOUR BENEFITS AT A GLANCE
 Safer assembly; instant positive connection.
 Greater construction-site safety.
 Enhanced construction-site productivity.

How the AutoLock works

1.  Turn ledger prior to attachment
2. Wedge-head is in position ready  
 for attachment

The AutoLock-function means greater 
construction-site safety.

1 2

3 4

3.  Standard activates wedge  
Positive connection.

4. Force transmitting connection.

MORE INFORMATION
to the Allround Scaffolding 
Lightweight, you can find on: 
qrarlwen.layher.com
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The narrow reinforcing section allows interleaved stacking. That 
leads to an explicit reduction of transport volume.

MORE HEADROOM
INCREASING OF THE HEIGHT CLEARANCE 

YOUR BENEFITS AT A GLANCE
 4.5 or 10 cm more height clearance.
  Improved ergonomy thanks to more headroom for scaffolders  

and scaffolding users.
 Greater load-bearing capacity.  
 Easier handling and less storage and shipping space.
 Combinable with all Allround components.

Lower weight, more load-bearing capacity and an increased height 

clearance of about 10 cm: these are the impressive benefits of the 

lightweight ledgers. Thanks to the additional headroom and the 

weight reduction, the scaffolder‘s physical strain will be reduced and 

the assembly performance will be increased.

Thanks to the low component height, storage and transport costs can 

be reduced.

NEW OLD

Thanks to the use of 
high-tensile steel, the 
component heights can be 
reduced up to 10 cm.



TRANSPORT COST REDUCTION
MORE SCAFFOLDING FOR EACH LOAD

YOUR BENEFITS AT A GLANCE
 Approximately 12 % increase in truck payload by volume.
 Lower shipment costs.
 Less stenuous working conditions.
 Less mileage is better for the environment.

A truck‘s maximum permissible payload is determined by weight, not 

volume. Layher Lightweight components mean additional savings 

when it comes to shipping ledgers and standards to and from the 

construction site.  

Take a truck plated to carry a maximum load of 23 metric tons. In the 

past, you could have transported approximately 6,400 m³ of birdcage 

scaffolding. With Lightweight components, that figure rises to some 

7,200 m³. That is fully 12 % more. So even with mid-size projects, you 

can save yourself a trip or two. That translates into fuel and man-

power savings, and is better for the environment. And it is better for 

the scaffolders doing the otherwise back-breaking work of unloading 

and loading. Because lighter is better.

The weight reduction achieved by 
using high-tensile steel means an 
increase in truck payload by volume  
of about 12 %.

A truck‘s maximum permissible payload  
is determined by weight, not volume.

Learn, how to ship more material thanks to Layher Lightweight
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Wilhelm Layher GmbH & Co KG
Scaffolding Grandstands Ladders

Ochsenbacher Strasse 56
74363 Gueglingen-Eibensbach
Germany

Post Box 40
74361 Gueglingen-Eibensbach
Germany
Telephone +49 (0) 71 35 70-0
Telefax +49 (0) 71 35 70-2 65
E-mail export@layher.com
www.layher.com

Proximity to the customer is a central factor behind Layher’s  success – geographically speak- 
ing too. Wherever our customers need us, we will be there – with our advice, assistance and 
solutions.

Layher is your dependable partner 
with more than 70 years of experience. 
”Made by Layher“ always means ”Made 
in Germany“ too – and that goes for the 
entire product range. Superb quality – 
and all from one source.

Headquarters in Eibensbach

Plant 2 in Gueglingen

SpeedyScaf

Allround Scaffolding

Event Systems

System-free Accessories

Protective Systems

Shoring

Rolling Towers

Ladders

ПРОДАЖ ПРОДУКЦІЇ ЗАВОДУ LAYHER В УКРАЇНІ - WWW.JSA-STAGE.COM  / +380 44 361 48 48


